5 mm GALV.STEEL STRAIGHT LENGTH CHAIN
WITH APPROX. 12 LINKS PER 305 mm. RATED
WORK LOAD = 3.1kN
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44 mm 0.D. X
5 mm ALUM. 1020 N W130X5.5
RAILING 5 mm EYE BOLT (STAIN-
LESS STEEL) WITH 2 LN
_ NUTS & 2 LOCK
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BE

o M=z
1ng i

NOTE:
CATWALK SHALL MEET A.A.S.H.t.0."SPECIFICATIONS FOR

THE DESIGN & CONSTRUCTION OF STRUCTURAL SUPPORTS

FOR HIGHWAY SIGNS" 1985. (2.3 kN DISTRIBUTED OVER 610 mm
TRANSVERSELY WITH THE BASIC ALLOWABLE UNIT STRESS -
A.A.S.H.T.O. HIGHNAY BRIDGES 1985 (INCREASED 25%). MAX.
SPAN IS 2400 mm. CATWALK SHALL ALSO MEET 0.S.H.A. 1970

STD'S. FOR WALKING-WORKING SURFACES.
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ALUM. RAILING
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I le——W130X5.5 (ALUM.) SIGN SUPPORT
BRACKET. SEE "TYPICAL SIGN
T CONNECTION" DETAIL
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BACK RAIL 44 mm 0.D. X 4.8 mm ALUM. RAILING MIN,

WITH 10 mm ¢ U-BOLT, WAHSERS, & LOCKNUTS (STAINLESS
STEEL).
FRONT RAILING AND RUN LENGTH OF CATWALK.
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SEE DETAIL "D"

HEEL SIDEPLATES.

SECTION THRU WALKWAY

FULL PENETRATION
FULL STRENGTH

SPLICE

RAIL MAY BE SPLICED IN THIS AREA ONLY.

1
0.

S
13 mm ALUM. THR'D. ROD. A
25
S
ALUM. WASHERS - 25
—t

/
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SEE LAYOUT SHEET

44 mm ¢ ALUM. RAIL POST

TYPICAL RAILING DETAILS

OPTIONAL SQUARE
CORNER (MITERED)

PL. 16 mm X 127 mm

ALUM. WASHERS

13 mm ¢ ALUM.
THR'D. ROD.

ALUM. LOCK NUTS.
ALUM. NUT

PL.14 mm X 152 mm X
254 mm (ALUM.)
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13 mm ¢ ALUM. ROD
1—44 mm ¢ ALUM. RAIL POST

L GALV. STEEL CATWALK WITH
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BRACKET DETAIL SECTION C-C
SIGN BRIDGE CATWALK
STATE OF WISCONSIN
DEPARTMENT OF TRANSPORTATION
STRUCTURES DEVELOPMENT SECTION
DATE:
APPROVED: 4,99

BOTTOM OF SIGN

ONE SPLICE ALLOWED FOR LENGTHS OVER 9100 mm

o

1- 13 mm ¢ STAINLESS STEEL U-BOLT
WITH LOCK WASHERS & HEX NUTS.
FAR SIDE OF WEB.

N Il
R

N I

1- 13 mm ¢ STAINLESS STEEL

U-BOLT WITH LOCK WASHER &

HEX NUT. NEAR SIDE OF WEB.
NN |

PLACE BACK RAILS AT SAME HEIGHT AS RAILS ON

SHIM AS REQ'D.
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TIGHT FIT
5 mm ¢ BOLT WITH
WASHER & LOCKNUT

E (STAINLESS STEEL)

BACKRAIL SPLICE

METRIC STANDARD 39.9



